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C<>rporateOffice-T0v.S0DSouthAsia Pvt.Ltd.Solitaire,4th Floor,ITIRoad,Aundh. Pune-411007. 

MaharashtraPhone:02066!141200,Emall-lnfo@ltw-,ud,in. Software Integration: Optimized Operations 

~ I We leverage custom-designed software to manage every aspect of 

the manufacturing process, including: 

This is to certify that the Verification & Certification of Manufacturing facility 

GLASSCO LABORATORY EQUIPMENTS PVT. LTD. 

VILLAGE MANGLAI, KHUDDA KALAN, 

AM BALA CANTT-133 0D4, 

HARYANA, INDIA 

Has been found in compliance with the requirements of 

GOOD MANUFACTURING PRACTICE 

GMP 

For the scope verified at site: Manufacture of Laboratory Glassware for Use In General 

& Pharmaceutical Laboratories' has been verified through an audit vide Client No. 

495017-01 and Customer Order No. 4153634480 by selecting Laboratory Glassware 

items as samples in accordance with GMP Norms. All activities were observed to be in 

control and compliant in accordance with GMP Norms. 

• Streamlined Operations: Seamless integration of production 

workflows. 

• Inventory Management: Real-time tracking of raw materials and 

finished goods. 

• Quality Control: Enhanced monitoring across all stages to uphold 

superior product standards. 

• MIS System: Our in-house performance system evaluates and 

motivates employees' productivity 

Glassco's production process reflects our unwavering dedication to 

innovation, prec1s1on, and customer satisfaction, delivering 

exceptional quality glassware to laboratories worldwide. 
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Technical Committee ISO/TC 48, Laboratory glassware and related 

apparatus, Subcommittee SC 1, Volumetric instruments. In accordance 

with good laboratory practice, only narrow-necked class A volumetric 

flasks conforming to this International Standard should be used. 

USP STANDARD ml 
Glassco USP-grade (United States Pharmacopeia) standard flask comes 

with an Individual Certificate that includes the serial number, mean 

value, standard deviation, and measured uncertainty, along with the 

batch number. The certificate also specifies the month and year of 

CALIBRATION LABORATORY 
Glassco Laboratory Equipments Pvt. Ltd. 
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CALIBRATION CERTIFICATE 

{Glassco Callbratlon Laboratory) 

(ISO 17025;2017 certified Laboratory) 

±0.40 ml 

0.01ml 

&pandedunoertainry(at95% C.L.k=2)is,t/J.04m/ 

Thoproduct..,."""'1colibrtated wrti ll1o folk>wirlljd,, ,i1:,e, o: 
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• Our wide range of interchangeable jointed glassware adapters ensure a secure and airtight connection for efficiency in your 
apparatus. 

• All adapters, ranging between reduction, expansion, multi neck, inlet, short & long stem with/without drip tips in various sizes 
and shapes, are manufactured from ASTM E438, TYPE 1: Class A Boro 3.3 glass that meets DIN/ISO 3585 & USP Type I standards. 

DIN 

13 

Adapter, Bushing with Drip Tip 
• Thick wall and reinforced rim. 
• Full length (larger standard taper size) outside of the bushing and shorter 

length inside of the bushing 
• To compactly and conveniently assemble dissimilar sized joints glassware 

Item Code Socket Size Cone Size Pack of 

013.230.00 10/19 14/23 10 

013.230.01 14/23 19/26 10 

013.230.02 19/26 29/32 10 

ASTM Sizes 

Item Code Socket Size Cone Size Pack of 

013.478.01 14/20 19/22 

013.478.0lA 14/20 24/40 

013.478.02 14/35 24/40 

3.3 ~ □ i • 
~i:::M;l!I 

BORO 
...;A.... -Chemical HEAVY 

GLASS 
Resistant WALL DRIP TIP l!I. . 

-~ 

m!!IID m!!IID 

Adapter, Reduction 
• Complies as per DIN 12257 
• Small sized socket at the top and larger sized cone at the base to connect 

dissimilar size ground glass joints 

Item Code Socket Size Cone Size Pack of 

013.202.01* 14/23 14/23 10 
013.202.0lA 14/23 19/26 10 
013.202.02* 14/23 24/29 10 
013.202.03 14/23 29/32 10 
013.202.04* 19/26 24/29 10 
013.202.05 19/26 29/32 10 
013.202.06* 19/26 34/35 10 
013.202.07* 19/26 40/38 10 
013.202.08* 19/26 45/40 10 
013.202.09* 19/26 55/44 10 
013.202.10* 24/29 29/32 10 
013.202.11 * 24/29 34/35 10 
013.202.12* 24/29 40/38 10 
013.202.13* 24/29 45/40 10 
013.202.14* 24/29 50/42 10 
013.202.15* 24/29 55/44 10 
013.202.16* 29/32 34/35 10 
013.202.17* 29/32 40/38 10 
013.202.18 29/32 45/40 10 
013.202.19* 34/35 40/38 10 
013.202.20* 34/35 45/40 10 
013.202.21* 34/35 50/42 10 

ASTM Sizes 

Item Code Socket Size Cone Size Pack of 

013.470.02A 14/20 19/22 
013.470.02 14/20 24/40 
013.470.04 19/22 24/40 
013.470.10 24/40 29/42 
013.470.13 24/40 45/50 

3.3 ~ lx lx II •
■ ! -~ 

•

. ■ l!I 

BORO 
...;A.... 

GLASS Chemical SOCKET CONE l!I~ • l!I~ • 
Resistant 

m!!IID m!!IID 
*Non DIN/ISO 

www.glasscolabs.com 



Adapter, Expansion 
• Complies with DIN 12257 standard 
• Large sized socket at the top and smaller sized cone at the base to 

connect dissimilar size ground glass joints 
• Secure and airtight connection for distillation set ups 

Item Code Socket Size Cone Size Pack of 

014.202.01 19/26 14/23 10 
014.202.02* 24/29 14/23 10 

014.202.03* 24/29 19/26 10 
014.202.03A 29/32 14/23 10 

014.202.04 29/32 19/26 10 
014.202.05* 29/32 24/29 10 
014.202.06* 34/35 19/26 10 
014.202.07* 34/35 24/29 10 
014.202.08* 34/35 29/32 10 
014.202.09* 40/38 24/29 10 
014.202.10* 45/40 29/32 10 

ASTM Sizes 

Item Code Socket Size Cone Size Pack of 

014.470.01 19/22 14/20 

014.470.02 24/40 14/20 

014.470.03 24/40 19/22 

014.470.05 29/42 24/40 

014.470.09A 45/50 24/40 

3.3 ~ ix ■ lx ■ •
. • "I!) • ■ ~ 

BORO -·-
GLASS Chemical SOCKET CONE I!) .• l!I .. 

Resistant 

*Non DIN/ISO 
mm mm 

Adapter, Multiple joint with two parallel necks 
• Complies with DIN 12594 standard 
• Ground glass joints with a standard taper and smooth surface compatible 

with a variety of glassware to handle multiple liquids simultaneously 

Item Code Socket Size Cone Size Pack of 

015.202.01 14/23 14/23 

015.202.01 A* 14/23 19/26 

015.202.02 19/26 19/26 

015.202.03* 19/26 24/29 

015.202.04* 24/29 24/29 

015.202.05* 19/26 34/35 

015.202.06 29/32 29/32 

ASTM Sizes 

Item Code Socket Size Cone Size Pack of 

015.470.01 14/20 14/20 

015.470.03 19/22 19/22 

015.470.04 24/40 24/40 1 

3.3 ~ zx lx ■ •

"I!) 1111!1 
:i::.i::1 I 

[!] I BORO 
_;t_ 

GLASS Chemical SOCKET CONE 
~.:T • Resistant 

*Non DIN/ISO 
mm mm 

info@glasscolabs.com 

Adapter 

DIN 
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15 

Adapter, Multiple joint with two necks 
• One vertical neck, 45° angle neck and a base cone 
• Compatible with a variety of glassware for leak proof liquid transferring 

Item Code Socket Size Cone Size Pack of 

016.202.01 14/23 14/23 
016.202.01 A 14/23 19/26 
016.203.01 B 14/23 24/29 
016.202.02 19/26 19/26 
016.202.03 19/26 24/29 
016.202.04 14/23 29/32 
016.202.05 29/32 29/32 

3.3 ~ 2x lx ■ 
BORD 

_;t_ 

GLASS Chemical SOCKET CONE 
Resistant 

Adapter, Multiple 
• Two vertical neck, 45° angle neck and a base cone 
• Compatible with a variety of glassware for leak proof liquid handling 
and transferring 

• 
.- .l!I 

• I'. 

[!I •. 

mmiilJ 

Item Code Socket Size Cone Size Pack of 

017.202.01 19/26 19/26 

017.202.0lA 19/26 24/29 

017.202.02 19/26 29/32 

017.202.03 24/29 24/29 

017.202.04 29/32 29/32 

3.3 ~ 3x l lx ■ 
•

I .l!I 
• I'. 

BORD 
_;t_ 

GLASS Chemical SOCKET CONE 
Resistant [!I .- • 

mmiilJ 

Adapter, Swan Neck with screw thread joint 
• Easy to connect with thermometer, air leak tubes, rubber hose, etc. 

Item Code Socket Size Cone Size Pack of 

018.202.01 14/23 19/26 

018.202.01 A 19/26 19/26 

018.202.02 19/26 24/29 

018.202.03 24/29 24/29 

018.202.04 29/32 29/32 

3.3 ~ lx ■ lx ■ •·~ 
BORD -·-
GLASS Chemical SOCKET CONE 

Resistant l!I. .- • 

mmiilJ 

www.glasscolabs.com 



Adapter, Receiver Delivery with short stem 
• With 105° plain bend 
• Used to extend drip tip to receiver flask 

. Approx Stem 
Item Code Socket Size Length (mm) Pack of 

019.202.01 14/23 65 10 

019.202.02 19/26 65 10 

019.202.03 24/29 65 10 

019.202.04 29/32 65 10 

3.3 f ix ■ •
■ --~ 

BORD 
....:t_ 

GLASS Chemical SOCKET 
~- • Resistant 

ml!IIill 

Adapter, Receiver Delivery with Long stem 
• With 105° plain bend 
• Used to extend drip tip to receiver flask 

. Approx Stem 
Item Code Socket Size Length (mm) Pack of 

019.202.05 14/23 190 10 

019.202.06 19/26 200 10 

019.202.07 24/29 200 10 

019.202.08 29/32 200 10 

3.3 f lx • ■ -~ 

BORD 
....:t_ I • 

Chemical GLASS 
Resistant 

SOCKET ~ . ·.,,. 

ml!IIill 

Adapter, Receiver, Straight 
• Used to extend drip tip to receiver flask 

Item Code Socket Size Pack of 

020.202.01 14/23 10 

020.202.02 19/26 10 

020.202.03 24/29 10 

020.202.04 29/32 10 

3.3 f lx •~ -~ 
BORD 

....:t_ 

Chemical SOCKET GLASS Resistant ~ • 

ml!IIill 

info@glasscolabs.com 16 



17 

Adapter, Receiver Plain Bend with Vent 
• With 1 os· bend drip tip 
• Sidearm vent provides an escape to gases during experiments and 

avoids closed system problems 
• Used for distribution of liquid from the condenser into collection vessel 

Item Code Socket Size Cone Size Pack of 

021.202.01 14/23 14/23 

021.202.02 19/26 19/26 

021.202.03 19/26 24/29 

021.202.04 24/29 24/29 

021.202.05 29/32 29/32 

3.3 ~ ix ■ lx ■ z ~---~ 
BORO 

...,L_ ~--
Chemical GLASS 
Resistant 

SOCKET CONE DRIP TIP ~- • 

mD 

Adapter, Receiver Plain Bend without Vent 
• With 1 os· bend drip tip 
• Without Vent 
• Used for distribution of liquid from the condenser into collection vessel 

Item Code Socket Size Cone Size Pack of 

025.202.00 14/23 14/23 

025.201 .ODA 14/23 19/26 

025.202.01 19/26 19/26 

025.202.02 19/26 24/29 

025.202.03 24/29 24/29 

025.202.04 29/32 29/32 

ASTM Sizes 

Item Code Socket Size Cone Size Pack of 

025.470.06 24/40 24/40 

3.3 ~ ix ■ lx II z •,· ~~ •~ .~ 
BORO 

...,L_ 

Chemical ~ .• ~-. GLASS Resistant 
SOCKET CONE DRIP TIP 

mD mD 

Adapter, Distillation Angled 105° 
• With drip tip and delivery stem inside the cone 
• Used for distribution of liquid from the condenser into collection vessel 

Item Code Socket Size Cone Size Pack of 

025.475.01 14/20 14/20 

3.3 ~ lx lx ■ •
■ :~ 

BORO 
...,L_ 

GLASS Chemical SOCKET CONE 
Resistant ~ • 

mD 

www.glasscolabs.com 



Adapter, Recovery Bend With Sloping End 
• With 75° bend drip tip 
• Used to create a multi-neck flask setup 
• To compactly and conveniently assemble dissimilar joints 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

026.202.01 14/23 14/23 

026.202.02 24/29 14/23 

026.202.03 19/26 19/26 

026.202.04 24/29 19/26 

026.202.05 29/32 19/26 

026.202.06 29/32 29/32 

026.202.07 24/29 24/29 

026.202.08 34/35 24/29 

026.202.09 29/32 24/29 

026.202.10 34/35 34/35 

ASTM Sizes 
Cone Size Cone Size 

Item Code to fit flask to fit Condenser Pack of 

043.470.03 24/40 24/40 

3.3 f 2x 1 •·-~ 

• BORD 
....!L-

Chemical ~ . 
GLASS Resistant 

CONE DRIP TIP ~ : • 
mm mm 

DIN 
Adapter, Vacuum Receiver, Straight 
• Complies with DIN 12594 standard 
• With drip trp and delivery stem inside the cone 
• With a screw thread and straight vacuum connection 
• Used for distribution of liquid from the condenser into collection vessel 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

022.202.01 14/23 14/23 

022.202.02* 14/23 19/26 

022.202.02A 19/26 19/26 

022.202.03* 19/26 24/29 

022.202.04* 24/29 24/29 

022.202.05* 24/29 29/32 

022.202.06 29/32 29/32 

*Non DIN/ISO 

ASTM Sizes 
Cone Size Cone Size 

Item Code to fit flask to fit Condenser Pack of 

022.472.04S 24/40 24/40 

3.3 f 2x lx II ., 1 •
■. -~ •• _: ,~ 

BORD 
....!L-

GLASS Chemical SOCKET CONE SCREW 
Resistant DRIP TIP ~= • ~- . ' 

mm mm 

info@glasscolabs.com 18 



DIN 
Adapter, Vacuum Receiver, Angled, 105° 
• Complies with DIN 12594 standard 
• With drip trp and delivery stem inside the cone 
• With a screw thread and bend with Vacuum Connection 
• Used for distribution of liquid from the condenser into collection vessel 

Item Code Socket Size Cone Size Pack of 

022.201.01 14/23 14/23 

022.201 .02* 14/23 19/26 

022.201.03 19/26 19/26 

022.201.04* 19/26 24/29 

022.201 .05* 24/29 24/29 

022.201 .06* 24/29 29/32 

022.201.07 29/32 29/32 

*Non DIN/ISO 

ASTM Sizes 
Cone Size Cone Size 

Item Code to fit flask to fit Condenser Pack of 

022.471.01S 14/20 14/20 

022.471.03S 19/22 19/22 

022.471.05S 24/40 24/40 

3.3 if lx lx ■ ..-. 
BORD 

.J_ 

GLASS Chemical SOCKET CONE SCREW 
Resistant 

Adapter, Receiver With Side Socket 
• Socket inclined at 105° angle 
• With drip tip inside the cone 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

023.202.01 14/23 14/23 

023.202.02 19/26 19/26 

023.202.03 19/26 24/29 

023.202.04 24/29 24/29 

023.202.05 29/32 29/32 

3.3 if 2x lx ■ i • BORD 
.J_ 

GLASS Chemical SOCKET CONE DRIP TIP (!I • Resistant 

mu 

Adapter, Distilling Cow Receiver 
• Four cones encased with drip tip and one socket joint 
• Flask 100 ml 

Item Code Socket Size Cone Size Pack of 

024.475.01 14/20 14/20 

3.3 if 1x ■ 4x i •
. • (!I 

BORD 
.J_ 

GLASS Chemical SOCKET CONE 
Resistant DRIP TIP (!I • 

mu 

19 www.glasscolabs.com 



Adapter, Receiver 
• Parallel necks and 45° angle neck 
• With multi connection and screw thread 
• Connect upto three flasks 
• With sidearm for vacuum connection 
• With socket for condenser connection 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

024.202.01 14/23 14/23 

024.202.02 14/23 19/26 

024.202.03 19/26 19/26 

3.3 f lx 3x -- •
. • "I!) 

BORO ....:t-

GLASS Chemical SOCKET CONE SCREW 
Resistant I!) • 

mm 

Adapter, Distilling Receiver With Hose Connection 
• Three-way, cow type distillation receiver spaced 40° apart 
• 135° angle between the centerline of the condenser and the receiver tubes 
• Compatible with short path distilling heads 
• Compatible for vacuum connection 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

024.471.03 24/40 24/40 

3.3 f 1 X ■ 3x 
•
. ·-. I!) 

BORO 
....:t-

GLASS Chemical SOCKET CONE 
Resistant l!I. • 

mm 

Adapter, Distilling Receiver Without Hose Connection 
• Three-way, cow type distillation receiver spaced 40° apart with drip tip 
• 135° angle between the centerline of the condenser and the receiver tubes 
• Compatible with short path distilling heads 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

024.470.01 14/20 14/20 

024.470.02 24/40 24/40 

3.3 f lx 3x 
BORO 

....:t-

GLASS Chemical SOCKET CONE 
Resistant 

info@glasscolabs.com 20 



Adapter, Recovery Bend, Vertical 
• With Drip Tip 
• Used in distillation assembly 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

027.202.01 14/23 14/23 

027.202.02 19/26 19/26 

027.202.03 24/29 19/26 

027.202.04 24/29 24/29 

027.202.05 29/32 29/32 

3.3 ~ 2x ff •'..~ 
BORD 

....:.L-
Chemical GLASS 
Resistant 

CONE DRIP TIP (!I _.. 

m'D 

DIN 
Adapter, Claisen Heads 
• Complies with DIN 12594 standard 
• Two B14 sockets, 75° 
• With extra socket encased with drip tip to connect dropping funnels, stirrers, etc 

. Cone Size Cone Size 
Item Code Socket Size to fit flask to fit Condenser Pack of 

029.202.01 14/23 14/23 14/23 

029.202.02* 14/23 19/26 19/26 

029.202.03* 14/23 24/29 19/26 

029.202.04* 14/23 24/29 24/29 

029.202.05* 14/23 29/32 29/32 

029.202.06* 14/23 34/35 24/29 

3.3 ~ 2x 2x 
•
-~- "(!I 

BORD 
....:.L-

GLASS Chemical CONE SOCKET 
Resistant (!I • 

*Non DIN/ISO 
m'D 

21 www.glasscolabs.com 



Adapter, Still Head Plain 
• Complies with DIN 12594 standard 
• with drip tip, 75° 
• with thermometer socket 
• used for connecting flask to a condenser in a distillation assembly 

. Cone Size Cone Size 
Item Code Socket Size to fit flask to fit Condenser Pack of 

028.202.01 14/23 14/23 14/23 

028.202.02 14/23 19/26 19/26 

028.202.03* 14/23 24/29 19/26 

028.202.04 14/23 29/32 19/26 

028.202.05* 14/23 34/35 19/26 

028.202.06* 14/23 24/29 24/29 

028.202.07* 14/23 34/35 24/29 

028.202.08* 14/23 29/32 24/29 

028.202.09* 14/23 29/32 29/32 

028.202.10* 14/23 34/35 29/32 

*Non DIN/ISO 

ASTM Sizes 
. Cone Size Cone Size 

Item Code Socket Size to fit flask to fit Condenser Pack of 

028.470.02 19/22 19/22 19/22 

028.470.03 24/40 24/40 24/40 

028.470.04 14/20 14/20 14/20 

3.3 f lx 2x i •-.~ ~--~ 
BORO ....:L.. 

ti GLASS Chemical SOCKET CONE 
Resistant DRIP TIP ~ : • ~- • 

mm mm 

Adapter, Splash Heads, Straight 
• Pear shaped 
• With drip tip 
• Used different sized glassware joints to precisely control the flow of liquid 
• Prevents raw liquid from moving from the flask to the condenser 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

030.202.01 14/23 14/23 

030.202.02 19/26 24/29 

030.202.03 29/32 29/32 

ASTM Sizes 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

030.402.04A 100 24/40 24/40 

3.3 f lx 1 X ■ i Iii·~ •
■ I'~ 

BORO ....:L.. 
Chemical SOCKET GLASS Resistant 

CONE DRIP TIP ~: . ' ~ • 

mm mm 
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Adapter, Splash Heads 
• Pear shaped, vertical 105° angle 
• Lower cone compatible with connecting flasks and upper cone compatible 

with connecting condensers 
• Used different sized glassware joints to precisely control the flow of liquid 
• Used in distillation, filtration, and synthesis processes 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

031.202.01 14/23 14/23 

031.202.02 19/26 19/26 

031.202.03 24/29 19/26 

031.202.04 24/29 24/29 

031.202.05 29/32 29/32 

3.3 f> zx •,•' -~ 
BORO -·-
GLASS Chemical CONE 

Resistant ~.I<:. 

mu 

Adapter, Splash Heads, Sloping 
• With drip tip, 75° angle 
• Pear shaped 
• Used for safe liquid transferring 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

032.202.01 14/23 14/23 

032.202.02 19/26 19/26 

032.202.03 24/29 19/26 

032.202.04 24/29 24/29 

032.202.05 29/32 29/32 

3.3 f> zx i •' -~ 
~ . 

BORO 
.J_ 

.;iii' Chemical GLASS 
Resistant 

CONE DRIP TIP ~- .• 

mu 

Adapter, Steam Distillation Heads, Sloping 
• With drip tip, 75° angle 
• With integral stem 
• Pear shaped with screw thread 
• Used to connect dissimilar joint sized glassware for distillation processes 

and safe liquid transferring 

Cone Size Cone Size 
Item Code to fit flask to fit Condenser Pack of 

033.202.01 24/29 19/26 

033.202.02 34/35 19/26 

033.202.03 34/35 24/29 

3.3 f> 2x i .,,,,,,. •-~ -~ 
BORO 

.J_ 

Chemical SCREW GLASS Resistant 
CONE DRIP TIP ~ • 

mu 

www.glasscolabs.com 



Adapter, Splash Head, Rotary Evaporator 
• Prevents foaming contents from entering the condenser 
• Used with rotary evaporators 
• Modified bump traps provide expanded volume from a reaction that has a 

tendency of excessive foam. 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

030.275.06 150 29/32 19/26 

030.275.06A 150 29/32 24/29 

030.275.06B 150 29/32 29/32 

ASTM Sizes 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

030.475.02A 250 24/40 24/40 

030.475.04A 100 24/40 24/40 

030.475.01A 250 24/40 14/20 

030.475.04 100 24/40 14/20 

3.3 f lx lx 11 • •
. • [!I . ,: 

BORD ....:t-

GLASS Chemical SOCKET CONE [!I : • i!:1- . Resistant 

mt!m mt!m 

Adapter, Splash Head, Anti-Climb Rotary Evaporator 
• Prevents foaming contents from entering the condenser 
• Used with rotary evaporators 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

030.276.03 150 29/32 19/26 

030.276.03A 150 29/32 24/29 

030.276.03B 150 29/32 29/32 

ASTM Sizes 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

030.476.02 250 24/40 24/40 

3.3 f 1 X ■ lx ■ •'.~ .:~ 
BORD -·-
GLASS Chemical SOCKET CONE l!l." ·,,. Resistant [!I : • 

mt!m mt!m 

Adapter, Flash Chromatography Reservoirs 
• Used to connect a reservoir to a column in a flash chromatography system 

Item Code Cap. (ml) Socket Size Cone Size Pack of 

3.3 
BORD 
GLASS 

030.480.02A 250 

f lx 
Chemical SOCKET 
Resistant 

lx ■ 
CONE 

info@glasscolabs.com 

24/40 24/40 

• • ~ '! 
~ . 
i!J .• 
mt!m 
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Adapter, Cone with stopcock 
• With drip tip 
• With right angle/straight connection, glass stopcock 

Item Code Cone Size Stopcock Bore Angle Pack of 

034.202.01 14/23 2.5 Right Angle 

034.202.02 19/26 2.5 Right Angle 

034.202.03 24/29 2.5 Right Angle 

034.202.04 29/32 2.5 Right Angle 

034.260.01 14/23 2.5 Straight 

034.260.02 19/26 2.5 Straight 

034.260.03 24/29 2.5 Straight 

034.260.04 29/32 2.5 Straight 

3.3 ~ lx ■ ff QC] • BORD ...:L-
Chemical GLASS Resistant 

CONE DRIP TIP GLASS (!I .. • 

mI!llD 

PS:The below Adapter can also be supplied with PTFE key or PTFE Needle valve stopcock. 

Please ask for prices separately 

Adapter, Vacuum with ASTM Sizes 
• With right angle connection, PTFE key, stopcock 

3.3 
BORD 
GLASS 

Item Code Cone Size Pack of 

034.470.02 

~ ...:L-
Chemical 
Resistant 

lx ■ 
CONE 

L1lj 
PTFE 

19/22 

Adapter, Vacuum 
• With straight connection, PTFE key, stopcock 

3.3 
BORD 
GLASS 

Item Code Cone Size Pack of 

034.470.01J 

034.470.03J 

~ ...:L-
Chemical 
Resistant 

lx ■ 
CONE 

14/20 

24/40 

~ 
PTFE 

www.glasscolabs.com 



Adapter, Flushing with stopcock 
• With 2mm T-bore, PTFE key, stopcock 

Item Code Cone Size Pack of 

048.202.01 24/40 

048.202.02 14/23 

048.202.03 19/26 

048.204.03 24/29 

3.3 f 1 X ■ lid • BORD 
....!L-

GLASS Chemical CONE PTFE ~ _. . Resistant 

mm 

Adapter, Socket with Glass stopcock 

Item Code Socket Size Stopcock Bore Pack of 

035.202.01 14/23 2.5 

035.202.02 19/26 2.5 

035.202.03 24/29 2.5 

035.202.04 29/32 2.5 

3.3 f lx ~ •
■,. -~ 

' ' 
BORD 

....!L-

GLASS Chemical SOCKET GLASS ~ • Resistant 

mm 
PS:The below Adapter can also be supplied with PTFE key or PTFE Needle valve stopcock. 

Please ask for prices separately 

Adapter, socket with PTFE needle valve stopcock 
• Provides fine flow control and positive closure 
• With detachable plastic screw thread that makes it compatible for a rubber 

hose connection 

Item Code Socket Size Bore Size (mm) Pack of 

035.212.01 14/23 0-3.0 

035.212.02 19/26 0-3.0 

035.212.03 24/29 0-3.0 

3.3 f lx ,. J)i ~~~ 
BORD ....!L- ii.I GLASS Chemical SOCKET SCREW 

NEEDLE Resistant 

mm 
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27 

Adapter, T- shape cone with PTFE needle valve stopcock 
• Made from ASTM E-438, Type-1, Class-A, Baro 3.3 glass 
• With PTFE needle valve stopcock 
• With detachable plastic screw thread that makes it compatible for a 

rubber hose connection 

Item Code Socket Size Bore Size (mm) Pack of 

046.212.01 14/23 0-3.0 

046.212.02 19/26 0-3.0 

046.212.03 24/29 0-3.0 

3.3 ~ lx ■ ,. 
<@.!104 

•
. ·- -I!] 

BORO 
__,L_ 

GLASS Chemical CONE SCREW ROTAFLOW 
Resistant I!] • 

mt!llD 

Adapter, Vaccum/ Argon (Nitrogen) 
• With straight hose connection at top 
• Used for distribution of liquid from the condenser into collection vessel 

Item Code Cone Size Pack of 

3.3 
BORO 
GLASS 

020.475.01 

020.475.03 

~ __,L_ 

Chemical 
Resistant 

lx ■ 
CONE 

Adapter Inlet With Fritted Disc 

14/20 

24/40 

• The extra coarse disc between the serrated hose connection and the inner 
joint prevents solid from contaminating reaction system during liquid transfer 

• Hose connection has a O.D. of 8 mm 

Item Code Cone Size Pack of 

036.471.01 

036.471.04A 

3.3 ~ 
BORO 

__,L_ 

Chemical GLASS 
Resistant 

lx ■ <® 
FRITTED 

CONE DISC 

14/20 

24/40 

~ 
~ 
mt!llD 

www.glasscolabs.com 



Adapter, Cone for Rubber Tubing 
• Right angled connection for the attachment of rubber hose 
• With Drip Tip 
• With Screw Thread 

Item Code Cone Size Pack of 

036.202.01 14/23 

036.202.02 19/26 

036.202.03 24/29 

036.202.04 29/32 

ASTM Sizes 

Item Code Cone Size Pack of 

036.475.0lS 14/20 

036.475.03S 24/40 

3.3 f lx ■ , z •

~. "I!) 

•
: .. I!) 

BORD 
.J_ 

Chemical SCREW GLASS Resistant 
CONE DRIP TIP l!I. • I!) .• 

mm mm 

Apapter, Cone with long Stem 
• With screw thread, right angle tubing 
• Detachable plastic screw thread that makes it compatible for a rubber hose 

connection 

Item Code Cone Size Pack of 

037.202.01 14/23 

037.202.02 19/26 

037.202.03 24/29 

037.202.04 29/32 

3.3 f 1 X ■ •

"I!) 

BORD 
.J_ ~~ • 

GLASS Chemical CONE ~ • Resistant 

mm 

Adapter, Tubing Straight 
• With Hooks 
• Detachable plastic screw thread that makes it compatible for a rubber hose 
connection 

Item Code Socket Size Pack of 

038.202.01 14/23 

038.202.02 19/26 

038.202.03 24/29 

038.202.04 29/32 

ASTM Sizes 
• Without Hooks 

Item Code Socket Size Pack of 

020.470.01 14/20 

020.470.03 24/40 

3.3 f 1x ■ 
BORD 

....;A.... 

GLASS Chemical SOCKET 
Resistant 

•. -~ 1!1.1!1 ~ 
I!), : • ~J," • 

mm mm 
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Adapter, Socket to Cone With Side-Arm Screw Thread 
• With Drip Tip 
• Detachable plastic screw thread that makes it compatible for a rubber hose 

connection 

Item Code Socket Size Cone Size Pack of 

039.202.01 14/23 14/23 

039.202.02 14/23 19/26 

039.202.03 14/23 24/29 

039.202.04 14/23 29/32 

039.202.05 19/26 19/26 

039.202.06 19/26 24/29 

039.202.07 19/26 29/32 

039.202.08 24/29 24/29 

039.202.09 24/29 29/32 

039.202.10 29/32 29/32 

3.3 ~ lx ■ 1 X ■ ..,,,. •·:~ 
BORD 

...;A.... 

Chemical SCREW 
I • 

GLASS Resistant 
CONE SOCKET l!I :· • 

mt!m 

Adapter, Vaccum or Gas 90° 
• With connection for rubber hose 

Item Code Cone Size Pack of 

341.470.02 14/20 

341.470.03 19/22 

341.470.05A 24/40 

341.470.05 29/42 

341.470.04 35/20 

3.3 ~ lx ■ •
. 11!1 

BORD 
...;A.... 

l!I-,·· • . GLASS Chemical CONE 
Resistant 

mt!m 

Adapter, Vaccum or Gas 90° 
• With 2 connections for rubber hose 

Item Code Cone Size Pack of 

3.3 
BORD 
GLASS 

046.202.04 

~ ...;A.... 

Chemical 
Resistant 

24/40 

1 X ■ 
CONE 

www.glasscolabs.com 



Adapter, Drying Tube 
• Used to connect the drying/guard tube to a reaction vessel to keep the 

vessel free of moisture 

Item Code Cone Size Pack of 

041.202.01 14/23 10 

041.202.02 19/26 10 

041.202.03 24/29 10 

041.202.04 29/32 10 

ASTM Sizes 

Item Code Cone Size Pack of 

3.3 
BORD 
GLASS 

041.471.01 

041.471.03 

f 
....!L­

Chemical 
Resistant 

1 x 11 
CONE 

Adapter, Drying Tube Straight 

14/20 

24/40 

• Used to connect the drying to a reaction vessel to keep the vessel 
free of moisture 

- Standard joint for connecting the drying tube to a reaction flask 

Item Code Socket Size Cone Size Pack of 

041.470.02 19/22 19/22 

3.3 f 1 X ■ lx ■~ [!I BORD ....!L-

GLASS Chemical CONE SOCKET 
Resistant l!I. • 

mo 
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Adapter Thermometer Pocket 
• Glass pocket for standard laboratory thermometers to be incorporated into 

glassware assemblies 
• Closed end, made to fit stillheads 

Item Code Cone Size Approx stem Pack of 
Length (mm) 

042.202.01 14/23 45 10 

042.202.02 19/26 45 10 

042.202.03 24/29 45 10 

3.3 ~ lx ■ 1!111!1 
BORO 

...,L_ 
~-

GLASS Chemical CONE i!I: • Resistant 

mu 

Adapter, Air Leak Tube or Gas Inlet Tube 
• Accurate dimensions 
• compact and lightweight 
• Durable 
• Resistant to thermal shock 
• Used to monitor and detect gas leaks in the apparatus 

Item Code Cone Size Pack of 

044.202.01 14/23 10 

044.202.02 19/26 10 

044.202.03 24/29 10 

044.202.04 29/32 10 

3.3 ~ lx ■ .ti ~a 
•

. ~- "(!I 

BORO 
...,L_ 0,; 

Chemical CONE 
LIGHT 

GLASS 
Resistant WEIGHT DURABLE l!I. • 

mu 

Adapter, Cone Screw Thread 
• Ideal to securely connect thermometers and inlet tubes to glassware assemblies 
• With a open top compression cap and 0-ring 

Item Code Cone Size Acceptable Dia through Pack of 
Screw Thread mm 

056.202.01 14/23 6 10 

056.202.02 19/26 6 10 

056.202.03 24/29 6 10 

056.202.04 29/32 6 10 

ASTM Sizes 

3.3 
BORO 
GLASS 

Item Code Cone Size Pack of 

056.470.01A 

056.470.02A 

056.470.03A 

~ ...,L_ lx ■ .-
Chemical 
Resistant 

CONE SCREW 

14/20 

19/22 

24/40 

• mu 

~~ 
~ 
mu 

www.glasscolabs.com 



Adapter, Thermometer with Hose Connection 
• With rubber hose connection 
• With a open top compression cap and 0-ring 

Item Code Cone Size Pack of 

3.3 
BORD 
GLASS 

056.468.01 

~ __:._ 

Chemical 
Resistant 

lx ■ 
CONE 

.-
SCREW 

Adapter, Inlet/Thermometer 

14/10 

• With a open top compression cap and 0-ring 

Item Code Cone Size Pack of 

3.3 
BORD 
GLASS 

056.467.01 

~ __:._ 

Chemical 
Resistant 

lx II 
CONE 

.-
SCREW 

Adapter, Inlet/thermometer 

14/10 

~ 
~ 
mu 

• With one holed rubber adapter to insert thermometer stem or bleed tubes 

Item Code Cone Size Pack of 

3.3 
BORD 
GLASS 

036.472.01 

036.472.02 

036.472.03 

~ __:._ 

Chemical 
Resistant 

lx ■ 
CONE 

info@glasscolabs.com 
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19/22 

24/40 

~~ 
~ 
mu 
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Turnover Flange Septa 
• Ideal for moisture or air-sensitive applications. 
• Excellent re-sealing capability. 

For Test Tube: Non - Serrated in Natural Rubber 

Item Code Size of Test Tube Pack of 

410.600.01 12 10 

410.600.02 15 10 

410.600.03 18 10 

410.600.04 25 10 

For Test Tube: Serrated in Natural Rubber 

Item Code Size of Test Tube Pack of 

410.600.05 12 10 

410.600.06 15 10 

410.600.07 18 10 

410.600.08 25 10 

For Test Tube: Non - Serrated in Silicon Rubber 

Item Code Size of Test Tube Pack of 

405.600.01 12 10 

405.600.02 15 10 

405.600.03 18 10 

405.600.04 25 10 

For Test Tube: Serrated in Silicon Rubber 

Item Code Size of Test Tube Pack of 

405.600.05 12 10 

405.600.06 15 10 

405.600.07 18 10 

405.600.08 25 10 

NATURAL 

For Socket: Non-Serrated in Natural Rubber (Turnover) 

Item Code Size of Socket Pack of 

410.700.01 B14 10 

410.700.02 B 19 10 

410.700.03 B 24 10 

410.700.04 B 29 10 

For Socket: Serrated in Natural Rubber (Turnover) 

Item Code Size of Socket Pack of 

410.700.05 B14 10 

410.700.06 B 19 10 

410.700.07 B 24 10 

410.700.08 B 29 10 

NATURAL 
•~-~ 

[!I .• 
111!1 

[!I • 

ml!m ml!m 
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